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Production Tolerances
Elastomers
Tolerances follow DIN 7715-5/P3, DIN ISO 3302-1/E2 and E33

Tolerances for cuts, stamped and custom parts follow

DIN 7715-5/P3

lenght / width [mm] tolerances [mm]

  0 –  ≤  4.0 ±  0.4

> 4.0 –  ≤  6.3 ±  0.5

> 6.3 –  ≤  10.0 ±  0.6

> 10.0 –  ≤  25.0 ±  0.8

> 25.0 –  ≤  40.0 ±  1.0

> 40.0 –  ≤  63.0 ±  1.5

> 63.0 –  ≤  100.0 ± 2.0

> 100.0 –  ≤  160.0 ± 2.5

> 160.0 –  ≤  250.0 ±  3.0

> 250.0 –  ≤  400.0 ±  5.0

> 400.0 ±  1.5 %

Tolerances for moulded parts and profiles follow

DIN ISO 3302-1/E2 and E3d E3

cross-section dominal 

dimension [mm]

tolerances acc. E2 

[mm]

tolerances acc. E3

[mm]

  0 –  ≤  1.5 ±  0.25 ±  0.40

>  1.5 –  ≤  2.5 ±  0.35 ±  0.50

>  2.5 –  ≤  4.0 ±  0.40 ±  0.70

>  4.0 –  ≤  6.3 ±  0.50 ±  0.80

>  6.3 –  ≤  10.0 ±  0.70 ±  1.00

> 10.0 –  ≤  16.0 ±  0.80 ±  1.30

> 16.0 –  ≤  25.0 ±  1.00 ±  1.60

> 25.0 –  ≤  40.0 ±  1.30 ±  2.00

> 40.0 –  ≤  63.0 ±  1.60 ±  2.50

> 63.0 –  ≤  100.0 ±  2.00 ±  3.20
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Tolerances for rubber sheets/rubber mats

following DIN 7715-5/P3

Material thickness [mm] Thicknesstolerance [mm]

  0 –  ≤  4.0 ±  0.4

> 4.0 –  ≤  6.3 ±  0.5

> 6.3 –  ≤  10.0 ±  0.6

> 10.0 ±  10.0 %

Tolerances stated refer to production tolerances 

upon further processing by noltewerk. If subse-

quent processing of semi-finished products does 

not take place at noltewerk the production toleran-

ces of such semi-finished products may vary from 

the noltewerk tolerances.

In case of sub-measures (measuring chain) each  

individual tolerance in added to the overall measure 

(e.g. from ± 0.3 in ± 0.6 mm).

In certain circumstances such as, for example, tempe-

rature fluctuations shrinkage above these tolerances 

may occur in some types of rubber. In extreme cases 

up to 5 %. This does not influence the technical pro-

perties of the material.

In general components are manufactured by DXF  

files through our CNC production, which ensures a 

very high level of part accuracy per DIN ISO 2768-1. 

Subsequently, however, environmental influences 

and other factors such as storage conditions, tension 

in the material, may result in greater deviations. 

Therefore, the tolerances listed in the table in accor-

dance with DIN 77185/P3 apply as of time of delivery 

of materials.


