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In Detail
Mouldable coatings, antistatic, electrically dissipative, highly chemically resistant, highly impact resistant,  
impervious to dust and dirt, abrasion-resistant qualities are less impervious to scratches

Coatings  PC AS-AR (antistatic/abbrasion resistant), PC AR (abbrasion resistant), other qualities on request

Application 
areas 

Clean room technology, areas in which electrostatic discharge is required, chip and conductor 
technology and/or if higher abrasion resistance of the surface is being required

Examples Protective enclosures and panelling for machines and systems

Advantages made by noltewerk
 › Available as semi-finished products and customised as well as finished products or milled/› drawing parts

 › Multitude of subsequent processing options, such as milling and edging, in which coating properties remain 
intact (conductivity is also ensured across the bevelled edge, with the exception of cut edges)

 › Quality assurance and preparation of a test report: Our in-house quality assurance, conducted by our test  
laboratory, ensures consistent quality starting with the receipt of goods through to the end product. We prepare 
tests according to DIN, following DIN or according to customer-specific requirements

Example: Test plan for bevels (surface resistances) acc.
to customer specific-requirements.

PRODUCT INFORMATION
PC (POLYCARBONATE) COATED -  
Subsequent processing whilst preserving properties
Advantageous times two: At noltewerk you can purchase customized products in form of coated polycarbonate-
qualities and also benefit from professional and high-quality subsequent processing, including quality assurance 
by the noltewerk laboratory, in which the coating properties fully remain intact.
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